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The ORAPI Group designs, manufactures and markets “ Highly Technical 
Solutions” for Maintenance Repair and overhaul of machines and equipments. 
The Group is present in over 100 countries with 32 subsidiaries and an 
international network of import-distributors. The Group operates 7 
manufacturing plants and 4 laboratories of R&D. ORAPI is certified ISO 9001 
and ISO 14001.  

 

 
 

 

 

SILICONE SPRAY 

Silicone Lubricant /  
Mould Release Agent 

 
 

 
DESCRIPTION 

 

SILICONE SPRAY (f.k.a. SILITEX)  is a silicone lubricating agent, formulated for the lubrication of mechanisms 
operating under high moisture or dusty conditions.  
SILICONE SPRAY significantly reduces friction and static electricity buildups on all types of surfaces. 
 
 

APPLICATIONS 
 

SILICONE SPRAY is a versatile lubricant used in many industries: 
 

 Textile: reduces friction on cutting edges, pressing equipment, shuttles, and sewing tables. 
 Timber / Furniture: prevent sticking on drawer runners and slides, lubrication of saw blades. 
 Plastic injection: mould release agent. 
 Shoe manufacturing: sliding agent for cutting machine tables, dies, heel moulds. 
 Rubber: sliding agent for rubber / rubber or rubber / metal contacts. 
 Electronic / Printing: lubrication of plastic gears and small mechanisms.  
 Laundries: lubrication of chutes. 
 Vending machine: lubrication of coil mechanisms. 
 Food-packaging: saws, cutters, grinders, bottlers, conveyors belts, chains, open mechanisms etc… 
 Restaurants and hotels. 
 Plastic Injection: used as a mould release agent. 

 
 

PRODUCT BENEFITS 
 

 Significantly reduces friction. 
 Does not leave any residue. 
 Excellent Water repellent action. 
 Odourless. 
 Colourless, will not “yellowish” over time. 
 Non-staining. 
 Harmless to all materials: metals, fabrics, rubbers, and plastics. 
 Ideal for contact assemblies : metal / metal, metal / plastic, wood / metal. 
 Good stability over extreme temperatures from -40

o
C to +205

o
C.  

 High spreadability and coverage. 
 High dielectric strength. 
 Safe for use. 
 Saves time and reduces maintenance cost. 
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TECHNICAL CHARACTERISTICS 
 

Physical Appearance ............................................... Viscous Liquid 
Colour ...................................................................... Colourless  
Odour ....................................................................... Odourless  
Operating Temperature ........................................... -40

o
C to +205

o
C  

Composition ............................................................. Food-grade silicone oil in a volatile carrier.  
 

 

APPROVALS 
 

Meets all requirements of the U.S.D.A. for  use as a lubricant in all Federal inspected food processing establishments. 
Listed in the U.S.D.A.'s list of chemical compounds authorized for use under USDA Poultry, Meat, Rabbit, 
and Egg Products Inspection Programs. Original acceptance letter is on file in the home office. 
 
FDA clearance received - cleared for incidental food contact surfaces where no more than 10 ppm silicone 
will enter in the food. Not for cooking surfaces. 
 
 

DIRECTIONS 
 

Clean surface to be lubricated. Hold container 25cm from surface and spray a light film with a fast sweeping motion. 
When used on sticking surfaces, work object back and forth. Spray again if necessary. 

 
Note for use in the food industry : 
Avoid overspraying (if excess is applied, wipe off with a clean cloth), the residual food tolerance is 10 ppm 
according to FDA. 
 
Do not use on parts that will be painted or bonded (use PEI 35 - 838 instead). 
 
 

STORAGE & SAFETY 
 

Two years, stored in closed original packaging in a cool and dry environment. 
If swallowed, DO NOT induce vomiting. Wash mouth thoroughly with water.  
 
For further information please refer to Material Safety Data Sheet. 
 
 

PACKAGING 
 

Ref. O-0803-A3 Aerosol 12 x 400GM  
 
 

WARRANTY 
 

The information contained herein is presented without guarantee or warranty and the Seller disclaims any liability incurred from the use thereof.  
Nothing contained herein is to be construed as a recommendation for any use in a commercial process not controlled by the Seller, nor for a use 
which is in violation of any existing patent, foreign or domestic, or of applicable laws and regulations.  THE SELLER MARKS NO WARRANTIES, 
EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OR MERCHANTABILITY AND FITNESS FOR A 
PARTICULAR PURPOSE, EXCEPT AS EXPRESSLY STATED IN SELLER’S SALES CONTRACT OR SALES ACKNOWLEDGEMENT FORM. 
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